








BRIEF CASE - Continued

G o
. o o DO NOT
_ W eur our # TRIM THIS
g EDGE
o 2 < /
il 4 =
OF CASE SO e o
> ™ TRIM ALL

=
~A/ LINING AT EDG
Remove handle. T OF THE CASE
Cut out, between pre-
Pull handle out a bit and make cuts at vious cuts, %’* from edge of
each side, in lining, to the edge of case. the case.

EDGE OF CASE

Now. . .tap lining all around edge
of case. Trim excess flush with the
case edge, except area shown.

g BACKING LEATHER PREPARE THE
4 B e GUSSET STRIPS
. < DIMENSIONS ON
~ Ko PAGE 113

BHRN!SF',{(_-
EDGES[J_.

10 — L J f ’ A : __,':J

s . SEWING' i

Repeat steps 1 through 9 to complete o : CH”*‘}NE*’-S /

the opposite side. Skuff %" around T ;’/‘/ y

?nuﬂ?e:;ﬁ: of lining, to aid cement: Cement a backing leather in place

gotsg ' (see step 15, page 103). We're ready to ) ol -
s L Fo 1,7

il —’f"’"“;— GOUGES ,.:-r_,f’i i

MAKING THE GUSSET ASSEMBLY

f

DO NOT INSTALL BOTTOM
STOP...YET.”

DO NOT INSTALL BOTTOM o
STOP... YET/ .

@ & FOLD TAPE
= o ”~
Make two zippers 19" long. Place a center mark on edges of gusset, as shown. Cement the s%%%(;gl)?gf-u&,

zippers in place, both slides at the center. Moisten the gouges, and edges, and fold up as SEE PAGE 117.
illustrated above. Allow to dry. IS
___’_.—-—————‘_-——"—.—_—_ . ' r . ae i =
—— e s W w4 b N 3|x4_o
my : : : o= .. LINING LEATHER...fi T8 2% VR,
Cut a lining leather to dimensions at right. R I . ey aca A
Skive all edges to a feather edge, on flesh side. 7 b '

Trim lining
next to stitches
(see page 29 for
details.

Apply cement to all of flesh side of lining, and gusset, except for a %" strip in
the center (zipper area). Stretch taut and tack lining to bench. Adhere gusset
to lining, be sure it is centered. Remove tacks, trim ends. Fold lining up to
adhere to gusset edges. Rub with bone folder to adhere. Sew in the zipper,

through lining.

TURNED UP EDGE OF
GUSSET

@ Draw two ovals (5/16" x 7/16"') center-
ed, for handles. . .right against gusset edge
(right), both sides. Do not cut out ovals, yet!



CONTINUED FROM

STEP 11, PAGE 115 BRIEF CASE - Continued

OVALS FROM STEP E... PAGE 115

. REMEMBER...

N9 BoTTom LINING -SEE STEP S
12 STOPS.. .YET.
| Open zippers, remove slides. This separates
Before assembly, turn gusset to lining side Turn gusset over, gusset strips. Apply cement to edges of case
up and place two alignment marks at the Flatten ends as and gusset, except at extended lining (be-
end of the zipper teeth (above). step 12, page 102. tween handles). Transfer center mark to

the top of the lining (above). Begin with
center marks and adhere gusset to
the case, working both ways from
the center.

BoTrom STOP
i

o Adhere gusset to the case as instructed on pagé 103.
! Repeat the opposite side. The ends of the gussets are
now loose, inside the case, as illustrated. _

METAL
\ RIVETING
SURFACE

MARKS FROM
STEP 12

16 Now put slides back on the zip-

pers. If “marks” do not align,
you'll have to peel some of the gusset
loose and adjust. When aligned, install
bottom stops up from the bottom. Use metal
18 surface to clinch stops.

When satisfied with fitting, - 5/*;
apply glue to ends of gus- 1 e
A"

set and backing piece. Pull
ends down tight and ad-

Now make cuts at sides of backing here. Check positions of
leather and trim off gussets as in  handle holes (ovals in step
steps 21, 22, 23, on page 104. 15) to be sure they are in
proper location, Cut a cen-
ter piece to equal the di- [
mensions (A) and (B), at % i
right. Glue in place. Review o R i
steps 24, 25, on page 104, ENDS: 1 3 o @
Now peel off the back- : , i@ 5%
ing piece and the gussets. } 1 g gh
Zip together and sew the 2R '
. ’ center piece assembly ex- N
Unzip the zipper. Now actly as in steps 27, 28, on » “’g
punch, or cut out, the handle e 105 0
holes. Install the handles by slip- pog :
ping over gusset edge. Push one
side down, insert other end as in 1
(A). Adjust handle as in (B). BE SURE T0 MARK ‘;\';
(continued) ONE END...AS IN e s, A
STEP 27, PAGE 105 A
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BRIEF CASE - Continued

22

LINING... FROM

20 21 STEP S

Glue center piece Move gusset in posi-
assembly to case, as tion shown at right
in step 29, page 105. and insert handle in
Unzip the gussets place, between the
and apply cement lining leather and
again to all the edges the case.

of the gussets and

the case.

CENTER
MARKS

Begin adhering at the center
marks, keep edges aligned.

&

Complete adhering one side

(at right), then turn the case

and repeat all previous steps.

Be sure to check fitting, at

arrows, at the backing piece.

Tap all edges to secure 97 CASE UF,
AS IT MAKES

adhesion. FOR EASIER

PROP BACK

GUSSET INSTALLING.

Glue the exten-
ded lining to the
edge of the case.
Trim flush with
edge. Skuff edge
and apply ce-
ment to it.

—— W

Open case and gouge sewing
channels across the ends of
the backing leather, above.
Channels (A) in gusset, should
already be there from step A,
page 115.

26

Sew all around the case. See step 32
on page 105 for sewing across the
back of the case. Burnish all edges;
case is complete.

To sew by the handles, pull them up The handles can now be
and push them back. You will have pulled up, or pushed down,
to angle the awl for a couple of for storage or underarm use.
stitches to get by the base of the The lining covers the handles
handles. The longer (or shorter) on the inside of the case so
stitches on the gusset side will not be they cannot interfere with
noticed, as the handle will shield any of the contents.

them.

GLUING ENDS OF ZIPFPER
TAPE TO BE EVEN WITH
THE TOP STOFS, FOR THE
DOUBLE ZIPPER ASSEMBLY.

. I
T2 RN

(A) Make a triangular fold and glue
down. (B) Fold once more, and
glue down. Example (A) was used
on the manicure case, step 19,
page 108. Example (B) was used
on this case, note-book case, and
bowling ball case on page 87.
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This little bag is design-
ed to carry about any-
thing you might wish
to carry. A multitude
of pockets and com-
partments abound! The
patterns are given for
specific pocket sizes.
However, once you
understand the pocket
construction and as- g
sembly procedures, you A
can design your own Front view with multiple pockets on the front flap.
to fit special items. The Large pockets on ends; glove strap on top.
Back panel hinges at bottom and folds up to buckle. number and position
Design _is lightly gouged in grain of leather to offer of pockets, etc. is
decorative effect. s i !
limited only by your
imagination!

This case is made of
4/5 oz. chrome tanned
chap leather. It is pli-
able yet with good
body firmness. You
cannot burnish the
edges of chrome tanned
leather. But after edg-
ing, the contrast with
the body color is not
unpleasing. Latigo or
similar leathers of 4/5
oz. weight would also
be_ good to use. If you Pocket flaps open; reveal compartments for eyeglasses,
wished to carve the money, lens filter, etc. End pocket holds camera film.
hinged panel (photo
at upper left), then
substitute carvingleath-
er in place of the

Back panel folds down to reveal comb, mirror, credit chrome tanned, panel
cards, pen and pencil, and note pads and stationery. End B.
pocket holds a pack of cigarettes.

Before cutting out the
pockets, you should
first determine if they
are of suitable size for
your needs. It is sug-
gested you make the
pocket patterns from
heavy paper. Fold
them together and
check your dimensions.
You may wish to alter
the height, width, or
thickness, to accomo-
date your particular Interior shows open pockets at side and ends. Snap-on
items. key ring.

With flap back, zippered and open pockets are exposed. zﬁ:-f‘gy

Two end pockets inside, with snap-on coin purse.

THE HANDLE:
118 Cut handle 1" wide, to any length required.




BEGIN CUTTING 0UT GADGET BAG - Continued MORE PATTERNS

iﬂ

THE PARTS ON PAGE 120
Cut all parts out of the same leather including all pocket flaps, pockets, RING
straps, etc. Observe all notations, measurements and gouging instructions. ASSEMBLY
Broken lines on the patterns indicate gouges for folds or hinges. Pay special 12" RING
attention to assembly instructions.
ol " Iigr
< 14" > 3@‘?“ : A : Li('__y_s RIVET
s < 11" i Yoy 15
K[! 1R GLUE
<+ 1 " TOGETHER
3 E =] || % 2
CUTTING PATTERN , n_;_was !
FOR THE BAG " ! \ RING STRAP
4/5 oz, LEATHER $ : : GOUGE el WTWO
< Q | | ALL % 1 'I:.'!.l
g ) 18 ' ! FoLD
¥ ' N ' LINES %
Y IETRER ® || i fe— 14" FROM o
[ EDGES "
r\?:oz.b ,,: °
! L)‘Nfs |
' ! Mt
Y 1 I I i
*-'-j::- --------------------- 14" }‘_33/41'_,{ \ /4" /,:KFVE
NOTCHES | AV > NOTCHES BOTHENDS
QQ
‘:;_ TOP HINGE
( FLAP E 12" X 102" Z(aouaa
r“‘”’ "@""1 e FT4"  GLOVESTRAP
: :i ----------------------- 1*—-}— ( 2"
Q.ﬁ‘ ' /' « | OoUTSIDE PANEL B 1 X
TR I\ NOTE THE OFFSET il E, - 534"
8 : HERE, AND BELOW | Bxe
|
] | "
z || | e FLAT POCKET C
CNAF | 534" X 104"
4 |
-..4 | |
] 1
< | |
b GOUGE SIDE FOLDS ____—>y
E V4 T V4" FROM EDGES [
= |
' HINGE GOUGE
i . fJ

g FLAT POCKET D
6" X 10Y4"
BOTTOM

]
I
1
1
1]
]
: i
I
I
i
1
1
1
1
i
]
]
|
]
1
I
1
1
1

,&n*

DOUBLE STITCH

e N s ' F POCKET A N b
GOUGE ALL | LAT £
BROKEN LINES\L; 634" X 10" / POCKETS
EDGE
BOTH SIPES .

|
: g
z | :
§ ' !
| ANO¥S ;
: r
| ]
| 1
|
I
: JYE ~ MIISIZ LHOIT : .ggggﬁg\;{a —
z 1
| (oo LG L LG GG R G TG G G ;
QL g eSS S

e
= ol

-~

Gouge sewing channels for all stitching. Edge both sides of
11" < % pocket flaps and open edges of pockets. After sewing, edge
1%" leather around all stitches.

=)
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[ ¥ PATTERNS FOR POCKETS & FLAPS GADGET BAG -~ Continued
“4 _H_;'.
Y ‘ sad PEN € PENCIL POCKET J
ey PATTERN ACTUAL SIZE
la——— ¢

E »
| e ”

_L___- - When asserﬁbling pocket J

e Pocket and flap assembly

! : 34& - / (page 122), begin by sewing
| B I (for F). See page 38, Vol. I,

down center (A). Put pen
23%4' X 5" “The Art of Making Leather

and pencil in place, fold
4 . leather over; glue at edges.

Cases” on how to make this

type of flap closure.

Total width should be about

FLAP F 2’', then sew as in (B) below.
AND (ABOVE)
| POCKET F
| POCKET 1
GLASSES \
POCKET G f-( &) !
3Yg"x 534" 4% i
4 e 34"
N il T %
SEWING CHANNELS
CREDIT CARD § 1D \ /%
POCKET H
R comB
| i I '
i NS T
wlo ! I
p, | END | | B{ UTILITY
',1 i POCKET | || 3 POCKET La
— " K I 4 B =t T
ek L T T [
L Two : ' ? 2 13 i ’_?_I':/"BE ! E See full size pattern
o v ‘ g ! o1 below for cutting
m g L & |i ¢ % these corners. J'\
. ’ B
i) Ay L P ,
=reay
' <—TOTAL 4-1'7/3"——)-- Detail below for cutting
the pocket corners. No_te
. BUCKLE STRAP- FULL SIZE the dimensions and special
174 - —r cuts. Pocket assembly
%ij',.;_ A 1 T SKIVE /' FoLD begins on the next page.
T EXPANDABLE Vil @ / )
%- > < POCKET M vl | = ; T T
bt Vi - o —_— ) | \
- SEWING LINE - = ! GOUGES i
%y " 5 ' FOR FOLDS -
9 R B £ \SEwWING Tze\l
TONGUE 1
< ! 81" L s \\ / : I
~ E |
Wt o HINGE GOUSES 2 DISTANCES : |
e T ¥ Y musTt BE | = Y
L 156" X 6Y2" J _ EQUAL
<y V
7 Make buckle as- TS, . 6 i 1

FLAP FOR POCKET M 3"X 33"

Vg sembly as above.
A Glue together. Use ouGES wgan
1" FLAP FOR other types of G e CUEIN ¥
POCKET K flap closuresifyou / B> HERE
wish (other than [ P, ey 70 THE
the buckles) GOUGES
FLAP FOR POCKET L .
FLAP FOR POCKET 1 i §

120




ASSEMBLING THE POCKETS GADGET BAG - Continued

— \\ h| , f/ Vi
TN NOTE HOw
I\ CHANNEL
"R\ TURNS

—
"
E."‘_-'
LAY

A}

N\ AT THE
N\ BoTTOoM

SEWING
S FROM
'»\\"v.'. STEPI

SEWING Y
CHANNELS \&

-~

f—— GOUGES
Y s Turn pocket inside out. Join sides (B) togeth-
% er and sew, just at the edge of the gouges.
Now glue sides (A) together, and sew (above).
Trim off excess (if any) close to the stitches, of

. Makeall .S
Cut out pockets. Make all gouges. Sew buckles ediges (A) and (B). Study the sketches.

in place (see sketches below/right for posi-
tions). Gouge sewing channels on edges. (A)

and (B) are explained in step 2.
0 FOLD OF ] POCKET 1 I

. BUCKLE
ASSEMBLY

—

1 .- .". e R ' - . -~ ; '-._I. ! ™ STEPZ
GoUGES o | ; - 2

Now, moisten all gouges on flesh side.
4

IIWHEEL "
SEWING
CHANNELS

“TIP" CORNERS

51 Assemble pockets |, K, L, in this
manner. Set buckles down from
Tap all fold gouges to form  top edges as indicated above.

the pocket. Allow to dry,

Turn project right side out and tap
sewn edges (A) and (B) to flatten as
much as possible.

HINGE

V2" BAG PUNCH SLOT No.3 PUNCH - RIVET HOLE

- 4
%" [\ . FLAPE ¥ J

SEWING . ; e
CHANNEL — —> 2" = > 2 e

NOTE: On flaps, gouge all FLAP M | [FLar L
o lines as shown on pattern. o PUNCH SLOTS 3/8" FROM EDGE
ouge a sewing channel 1/8"” from — . PUNCH HOLES 5/8" FROM EDGE

hinge edge, on the flesh side, and
“wheel” for sewing. Punch slots and rivet holes in all flaps, as above.

Sew pocket C on top of
pocket D as indicated at
left.

POCKET € OVER-
LAPS AT

| POCKET M | <
SEWING CNANNEL == ]

- FOLDS POCKET C SEWING
CHANNEL
o WDE: POCKET D AT BOTTOM
Bottom edge sews to bag GRAIN
(see page 122 for position) then OUTSIDE PANEL B\g S/DES
folds up, and the sides are sewn. S o S 11
Cement pock-

et assembly to panel N Tdp
B at sides and bottom.

Gouge sewing channels on both
sides, and sew. (continued)

.’Ei%ﬂ' e

@ Sew buckle assemblies to
grain side of the outside panel
B, near the top edge.
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12

shown below. Sew all flaps and the flat |

pock

parts to the grain side. Observe measure-
ments given from fold lines.

Begin assembly of the bag as

ets (except F) in place first. Sew all

FLAP ’_).- :

dV74

L 70 T4 ¥4 13x00d J

SNOILISOd HSIT8Y

|
-1SF 0L SLFH0d |
“ wneAs I¥NSYIW :
G R E
| R

T

(ERER

1y
? ets, as above.
/4

INIT
arod
{ POCKET #_'Lsé F.: ’;L., """
-
POCKET 3
H l SEE PAGE POCSET
120 FOR
""" ASSEMBLY
srers ME

POCKET G

W 13no0d L4

——

GADGET BAG- Continued

BoTTOM EDGE

13 Cement the edges to be sewn, carefully
in position. Continue assembly by add-
ing the pockets (below). The top edges
of the pockets should fit just below the
hinge gouge of the flap, as illustrated at
left.

""""""

[eEnD ASSEMBLY

END
SEWING
HERE

ik

A 1 RIVETS

Sew ring as-
sembly to
top of end.
Install 2 riv-

l s3q1S M3S ‘dh
a0 ' INTH

-1 rJ Sye 0L SM3FS ? &
W L3M204 |

40 Wollof )~

}(—S'a?os——)i

Sew flap to
end. Align
with end
of ring
assembly.

|
l«—5a704 -——)l

e :":,l_-!f;r-e\...'+ iy

e -

e =
B LA ML LA

122

7
% SEW Z/PPER IN PLACE

o
@ Sew pocket on the end
leather, above. (continued)



GADGET BAG - Continued GLUE AT EDGES

STEP 'COPY BELOW
e g e N

LT A

e e e e e i it e i

s e s - =TS —r - = o= =

o
< 7 Y ]
u-. g AT Ao - S b - :
k. smueﬁ"' 07 I
o o GLove L] AW
V7 “sE == |STRAP R =
o YET Sonhl R
4 i ) ¢ .
— e e — s — o
, 5}!6.- SEW GLOVE STRAP
TO TOP, THIS
% FOLD LINES EDGE ONLY /
=
e B T W S S
; POSITION OF FLAP E A
P S o Rl Dy .
Tsne- .
4 DRAW A
i| LINE HERE
¢ H 5/16"FROM
= i| FOLD LINE
T|p~~—  looe=-- SRR
qif14

Do not sew flap E in place, yet!

FLESH SIDE

Sew the glove strap to top panel. Draw 7

L

15

Now cut two welts (single ply leather) 3/8"" wide, from the same
material as the bag. Glue to the edges of the bag, as shown above,
to the widest section at sides, between top of back and front.

STITCHES

FROM

STEPS
A-B-C
PAGE
122

FLESH
SIDE

WELT

' GOUGES
Y—— 0F BAG

16}

: Roll bag and adhere edges
a line on the back panel (on grain side), Apply glue to edges of welt (above). Points (A) and (B)
5/16" down from fold line of the top (above). and end assembly. Adhere bot-  should be even. Keep all out-
tom in place as shown above. side edges aligned.

Repeat gluing

S Roll bag in op- Now sew around both ends.

LIS v posite direction;ad-  UP the other end assembly. Your bag Trim off excess welts (review

S here the other side. should now look as above, inverted, and page 78). Use care not to cut
Points (C) should be even. ready to sew. into the stitching.

POCKET ;. 4
K i

Turn bag right side out. It will resist
turning. Force bottom of ends in,
working with both hands. Persist,
and it will eventually turn. No
wetting is required.

push against seam
inside to expose the
welt to its fullest.

P

24.__,.. .

Trim excess welt. Begin Bag is now ready
with a knife cut to aid the 5 phe lined.
edges in starting the trimming. (continued)
Edger must be sharp!

After turning,
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GADGET BAG - Continve

e 8~ >33 —>te 8" - l "
Liid | = ] 12" 1
| BAG LINING | I Gouge ! A m - = o
25 o i || e gitee) 1F
P £ E
Cut the lining, ends, pockets, from the same leather § IN FROM »E T MAKE : L
as the bag, to dimensions given. Make all gouges and cuts / : EDGE | Two W
indicated. Sew a zipper in one panel. Sew a pocket to the o [ gggf: [ SRl
other (see step 28) if desired. N (B S S/mEs : : 3
. I EOIN : ! -
= ISTEN™™ m | : g : %
T - [Enb pocker] 3| Lol 5 % ! R
EX 1 MAKE | 2= FOLD END ; | GoyGE | :
= BS 1 Two | 23E POCKETS : <%
& Eh | <= %
: E h b AS SHOWN : !
P B ) Gowee 1+ & . {1l . - ' 34" :
-4 3 I |
= I ' \* ! ] % i [ }
= = . i 59 k=¥ H—t
sl o s T T : P O
w:n--- -4 ' i e 3" Y4 NOTCH
il Y /N CORNERS

L—- MAKE CUTS /N ALL CORNERS ....SKIVE AS SHOWN.... SKIVE ~

GRAIN
S/DES

OFPEN POCKET

: STIFFENERS

BorTom Sew Iii the ends. Review Cut stiffeners from 1/8"
1S OPEN 27 Glue ends in lin- 28 step 20. Trim off excess hardboard; glue inside the bag.
ing. Reviewsteps 16, leather next to stitches. Inter-  =nd stiffeners fit within welted
26| Install durable 17, 18, Turn top of  ior is ready to install. ErhS:
dot snap in  ends in, asillustrated R S
ends. Glue pocket in  ahove. 0P EDGE OF T0P GOUGE - -
place. 0 NOT pr.v GLUE LINING - s

TOoP GLOVE

STRAP

TV v marke FrRom

‘STEP 14

30

SEE PAGE 25 —>|

FOR HOLDING FL

ouT OF WAY FOR |

SEW/NG.

M| sew over
CORNERS

AP T

FLESH SIDE OUT

o T, s = - . 5 HINGE

Turn bag to the back side. Glue  Apply glue to
end of glove strap to the “mark”. Glue ~ bottom and ends,
flap E on this mark, align edge asshown, inside bag, and to outside

TO S/DES

Y zprer 70 sEwing A
N\ BACK oF CHANNEL

GOUGE
PULL THE TABS N

T0 MAKE A SNUG -

CORNER )
N FLAP —
L , E T SEW/NG
NE|
GLOVE STRAP 31 27 CHANNEL

Force lining down into the bag
(while glue is wet). Make any
of lining. Push lining into the bag.  adjustments at corners. Get top
edges of lining and bag even,
then cement in between them,
and adhere. The lining (at back)
should be just under the gouge,
as shown. Gouge sewing chan-
nels inside and out (channels
should be gouged prior to assem-
bly if lining is pre-fitted). Glue
corner tabs in good, to be sure
Insert billet straps in  they do not slip!

Sew completaly around the bag. Stitches through flap  slot; rivet. Pull flap

E should come out in channels inside the bag. Lining  down, mark position

in bag makes pocket for the outside zipper. Back of  of tongue hole, &
bag makes pocket for the inside zipper. punch,
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PAGE 66

PAGE 41

LOCATE THE CASES
BY THE PAGE
NUMBERS SHOWN

L asda
PAGE 106

CASE LOCKS and HARDWARE ...32to 35
CEMENTING = izt o s 26

DESIGNING CASES. ....... 36 to 39,46,72
FORMING LEATHER . 27,40,57,62,68, 77
GLUING ;e s snestansions sies wmtara e 4 26
HANDLES (patterns) ......... 21t023,118

HANDLES (howtoround)............. 24
HINGES (leather) ... ......cccaveaaana 26
INSTALLING CASE LOCKS, etc...32to 35
LACING (special application) .. 59,81,92,98
PLIERS (for forming leather) ........... 25

REINFORCING (attachments).......... 25
PAGE 80 ' SEWING TIPS. . ... IR 24,25, 61,117
SKIVINGTIPS ... .......... 23, 26, 27,87
SPECIAL NOTES: Pages featuring tips on sew-

ing, skiving,etc.............

WELTS (making & installing)

PAGE 111

PAGE 101
PAGE 93 PAGE 87 125




The ART of
aking
EATHER. CASES

AL STOHLMAN
The ART'of Noldme ONE
king -

JEATHER. CASES

. AL STOHEMAN

MORE
VOLUMES
TO
COME!

Dear Friends:

Due to the tremendous variety and styles of leather cases, we
could not include them a// in this volume. Therefore, we will have
to produce more volumes, to include as many as possible, in an
effort to give you more instructions and knowledge in the art of
making leather cases. Those we could not include in Volume TWO
will be offered in our NEXT Volume.

Volume ONE was produced to introduce you into some of the
basic procedures of case making. Volume TWO is a continuation
of the subject, with larger cases and more complex construction
techniques, including over twenty methods of making handles.

Volume THREE will venture into more advanced cases, including
guitar cases, garment bags, suitcases, golf bags, gun cases, etc. When

we have completed this series of books, you will have the most

complete encyclopedia of detailed step-by-step instructions on the

“Art of Making Leather Cases” ever published!

Please bear in mind these books take a tremendous amount of
planning, time, and concentration, to produce. Thank you for
your patience.

Al Stohiman

1941-02 PRINTED IN TAIWAN

T

359 50048| 4

8
olll3
ISBN 1-892214-93-8






